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 REQUEST FOR QUOTATION 
 MANITOWOC PUBLIC UTILITIES 
 P O BOX 1090 
 1303 S. 8TH ST., MANITOWOC, WISCONSIN 54221-1090 
 

REQUEST NO. MPUPP14-04                  
              

            DATE:   May 20, 2014 

┌         ┐            QUOTATIONS WILL BE RECEIVED 

                                                                                                                                                      UNTIL   June 6     2014   

    TO                                                                                         2:30 P.M.  

                        

└         ┘MANITOWOC PUBLIC UTILITIES IS 

              EXEMPT FROM FEDERAL EXCISE  
             TAXES AND WISCONSIN SALES TAX. 

 ______________________________________________________________________________________________ 
 

 PLEASE QUOTE ITEMIZED PRICES FOR MATERIALS LISTED BELOW 
 (SUBSTITUTIONS IF ANY MUST BE CLEARLY INDICATED)    
═══════════════════════════════════════════════════════════════════ 
 

The Manitowoc Public Utilities (MPU) invites you to quote on stack testing Boiler B09 at the 
MPU Power Plant located at 701 Columbus Street, Manitowoc, Wisconsin, per the following 
specifications: 

1. The MPU Power Plant is an electric cogenerating facility located in the City of 
Manitowoc Wisconsin.  Boiler B09 was installed in 2004, and is permitted to fire coal, 
petroleum coke, renewable biomass and natural gas (start-up and load stabilization).   
The Kvaerner/Metso Fluidized Bed Boiler is rated at 475,000 lbs. of superheated steam 
per hour at 1,500 psig and 1,000 degrees F.  It is equipped with an economizer and air 
preheater and exhausts through a baghouse.  Boiler B09 will be regulated by the new 
Mercury and Air Toxics Standards (MATS) Environmental Protection Agency (EPA) 
regulations. 

2. Contractor to perform Method 30B stack testing of mercury for 30 operating days to 
meet the requirements of MPU, the Wisconsin Department of Natural Resources 
(WDNR), and the EPA MATS regulations. 

3. Testing to meet all Low Emission Electric generating unit (LEE) test requirements of 40 
CFR Part 63, subpart UUUUU-National Emission Standards for Hazardous Air 
Pollutants; Coal and Oil-fired Electric Utility Steam Generating Units, Table 5– 
Performance Testing Requirements. 

4. The stack testing work is currently planned for the July-August time period of 2014.  
The actual date to be scheduled with the successful bidder. 

5. MPU anticipates that Boiler 09 will be a LEE certified unit for mercury emissions.  In 
expectation of the LEE certification the contractor to provide pricing for repeating the 
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testing in 2015 and 2016 as annual testing will be required.  Note: The annual testing 
must be performed ± 30-days of the last test anniversary. 

6. Owner understands that testing must be completed for 30-days in equal intervals and has 
not decided if the test interval should be 10-days, or 6-days, or 5-days.  Contractor to 
provide pricing for all three options.  In addition contractor to provide cost to extend 
testing if the first run was not useable.  Owner would welcome comments from the 
contractor on why the 10-day or 6-day or 5-day run length would be preffered. 

7. The successful bidder will be notified on or before June 10, 2014. 
8. Reference Test Method for mercury Emissions:   

a. Select sampling ports location and the number of traverse points. 
 Single point located at the 10% centroidal area of the duct at a port 

location per Method 1 at Appendix A–1 to part 60 of this chapter or 
Method 30B at Appendix A–8 for Method 30B point selection. 

b. Determine velocity and volumetric flow-rate of the stack gas. 
 Method 2, 2A, 2C, 2F, 2G, or 2H at Appendix A–1 or A–2 to part 60 of 

this chapter or flow monitoring system certified per Appendix A of this 
subpart. 

c. Determine oxygen and carbon dioxide concentrations of the stack gas. 
 Method 3A or 3B at Appendix A–1 to part 60 of this chapter, or 

ANSI/ASME PTC 19.10–1981,3 or diluent gas monitoring systems 
certified according to Part 75 of this chapter. 

d. Measure the moisture content of the stack gas. 
 Method 4 at Appendix A–3 to part 60 of this chapter, or moisture 

monitoring systems certified according to part 75 of this chapter. 
 NOTE: EPA has approved Alternative Test Method ALT-091 that may 

be used for this testings.  Attached please find a copy of the Federal 
Register Notice and letter from EPA detailing ALT-091. 

e. Measure the Hg emission concentration. 
 Method 30B at Appendix A–8 to part 60 of this chapter; perform a 30 

operating day test, with a maximum of 10 operating days per run (i.e., 
per pair of sorbent traps) or sorbent trap monitoring system or Hg CEMS 
certified per Appendix A of this subpart. 

f. Convert emissions concentrations from the LEE test to lb/TBtu or lb/GWh 
emissions rates. 

 Method 19 F-factor methodology at Appendix A–7 to part 60 of this 
chapter, or calculate using mass emissions rate and electrical output data 
(see § 63.10007(e)). 

9. Boiler B09 has a certified Part 75 CEMS installed.  CEMS includes flow, SO2, NOx, 
CO2, and a part 60 CO CEMS. 

10. Bidder to prepare Compliance Emission Test Plan for submission to the WDNR. 
11. The successful bidder to provide electronic copy of the Compliance Emission Test Plan 

10 business days after receiving notice to proceed. 
12. The following emission limits are applicable to boiler B09. 

a. Mercury: 1.2 pounds of mercury per trillion BTU’s heat input. 
13. The test results summary to report (at a minimum), emissions as follows: 
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a. Mercury emissions: report lbs of mercury per trillion BTU of heat input and 
mercury in units of grains per dscf, lbs per hour, lbs per ton of fuel input. 

14. B09 to be stack tested in the 9-foot diameter exhaust ductwork.  Diagrams for the unit 
ductwork are attached (MSI drawings 01-0086-61B & 01-0086-62A and Boldt drawings 
88881-S1 and MPU drawing 88881-S2 of the platforms).  Note that the support platform 
is located directly above the stack to provide an anchor point for hanging the sampling 
trains.  Please note that the ductwork has 4-inch and 6-inch ports available for testing. 

15. MPU will provide coal sampling and ultimate fuel analysis for each boiler test as 
requested by the contractor. 

16. MPU to provide boiler-operating data including Excel files of the required Part 75 data 
from the StackVision DAHS as requested by the contractor. 

17. MPU will notify the WDNR of the stack testing. 
18. The contractor to provide four (4) hard copies and one (1) electronic copy of the 

compliance stack test report within 60 days following the testing. 
19. The results for each 30 day test must be submitted to EPA’s WebFIRE database using 

the Electronic Reporting Tool (ERT).  The results of each test must be submitted within 
60 days after completing each test.  Contractor to prepare the submittal file and work 
with the owner to load the data into ERT. 

20. The contractor to retest and pay all re-testing costs if the compliance stack test report 
reviewed by the Wisconsin Department of Natural Resources or EPA is found to be 
deficient due to any error by the contractor. 

 
 
INSTRUCTIONS: 
 
1.    Exceptions to our specifications may cause the quotation to be rejected.  Any exceptions 

shall be specifically listed on the attached Exception Sheet. 
 
2.    Apply all discounts to unit and total prices and state payment deadline along with terms. 

 
3.    The prices quoted shall include all freight charges to deliver materials to the Manitowoc 

Public Utilities Power Plant located at 701 Columbus Street.  The price shall include all site 
visits, materials, lab analysis, etc. required to complete the 30b testing including the interval 
maintenance.  

 
4.    Quotations will be received no later than and opened on the above stated date and time at 

the Manitowoc Public Utilities' Power Plant located at 701 Columbus Street, Manitowoc, 
Wisconsin.  Quotations may be submitted in person, mail, FAX, or Email. 

 
5.    The Manitowoc Public Utilities is a municipal entity and as such should be given all 

applicable governmental discounts and tax exemptions. 
 

6.    The Manitowoc Public Utilities Quotation Sheet must be filled out completely for the 
proposal to be accepted. 

 
7.    If a particular item cannot be quoted, please specify ("No Quote"). 
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8.    Reply envelopes containing the quotation proposal must be clearly and conspicuously 

marked "SEALED QUOTATION" along with the specific "QUOTATION NUMBER".  
The Manitowoc Public Utilities assumes no responsibility for prematurely opening any 
quotation proposal, which has not been marked in accordance with this requirement. 

 
9. Manitowoc Public Utilities will accept quotations by mail, FedEx, UPS, email: 

tomreed@mpu.org , or by Fax ( 920-686-4348). 
 

10. The Manitowoc Public Utilities reserves the right to select the quotation that best suits its 
needs whether the price is the lowest or not.  Rights are reserved to reject any or all 
quotations or to waive irregularities therein.  All vendors that reply to this quotation agree 
that quotation rejection shall be without liability on the part of the Manitowoc Public 
Utilities for any penalties brought by any supplier because of such rejections, nor shall any 
supplier seek recourse of any kind against the Manitowoc Public Utilities because of such 
rejections.  The filing of any quotation in response to this invitation shall constitute an 
agreement of the supplier to these conditions.  Exception cannot be taken to this point. 

 
11. WARRANTY:  Furnish a minimum of one (1) year warranty period for materials furnished 

under this contract.  Additional warranty provisions would be preferred. 
 

12. Payment:  Invoices for payment must be received by the Manitowoc Public Utilities no later 
than the first Monday of the month for checks to be issued on the fourth Tuesday of the 
month.  Invoices for payment must be received no later than the third Monday of the month 
for checks to be issued on the second Tuesday of the following month.   Payment made 
within thirty (30) days of invoice date will be considered timely. 

 
13. If you have any questions regarding this quotation, or require additional information, please 

contact: 
   Thomas E. Reed 
   Manitowoc Public Utilities 
   Environmental Engineer 
   P.O. Box 1090 
   Manitowoc, WI  54221-1090 
   Phone: (920) 686-4384  
   FAX: (920) 686-4348   
   Email: tomreed@mpu.org 
   Cell: 920-973-7134 
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 CERTIFICATE OF INSURANCE 
 

Contractor shall deliver to Owner certificate of insurance which Contractor is required to 
purchase and maintain with no changes made or cancellation of the insurance without ten (10) 
days prior notice to the Owner. The limits of liability for insurance shall provide coverage for 
not less than the following amounts or greater where required by Laws and Regulations: 

a. Workers’ Compensation: 

State: Statutory 
Applicable Federal 

(e.g., Longshoreman’s): Statutory 
Employer’s Liability: $     1,000,000 

b. Contractor’s General Liability shall be written on the most current ISO CG 00 01 or 
equivalent form and eliminate the exclusion with respect to property under the care, 
custody and control of Contractor: 

General Aggregate 

(on a per project basis) $     2,000,000 

Products - Completed 
Operations Aggregate $     2,000,000 

Personal and Advertising Injury $     1,000,000 

Bodily Injury and Property Damage  
(Each Occurrence) $     1,000,000 

Property Damage liability insurance will provide Explosion, Collapse, and Under-ground 
coverages where applicable. 

c. Excess or Umbrella Liability 

 Each Occurrence $     2,000,000 

 General Aggregate $     2,000,000 

d. Automobile Liability: 

 Combined Single Limit of        $     1,000,000 
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Manitowoc Public Utilities 
 

SAFETY REQUIREMENTS FOR CONTRACTORS PERFORMING 
WORK ON MANITOWOC PUBLIC UTILITIES PROPERTY 

 
 
The Manitowoc Public Utilities recognizes that safe performance of work provides a safe and healthy 
work environment for everyone.  The prevention of accidents and injuries reduces and/or eliminates 
loss of manpower, equipment, material, and property.  Manitowoc Public Utilities is responsible to 
maintain a safe and healthy working environment.   Failure of the contractor or its employees or 
subcontractors to comply with the rules set forth below is a breach of contractor’s agreement with 
Manitowoc Public Utilities and may at Manitowoc Public Utilities sole discretion be basis for 
termination of such agreement.  Contractor agrees that such breach may occasion special damages and 
acknowledges its responsibility therefore. 
 
COMPLIANCE WITH SAFETY CODES AND REGULATIONS 
All work performed by the Contractor shall be carried out in full compliance with all Federal Laws 
and laws of the state, the Occupational Safety and Health Act, all applicable state, municipal and local 
ordinances, regulations and codes applicable to the work hereunder and having force of law.  The 
Contractor shall at his expense, abide by the safety policies and programs prescribed by the owner and 
shall comply with all safety laws and safety requirements promulgated by any governmental authority 
having jurisdiction.  It shall be the primary responsibility of the contractor to see that all sub-
contractors comply with safety procedures and regulations set forth. 
 
PRIOR TO COMMENCEMENT OF WORK 
The successful contractor shall meet with Manitowoc Public Utilities representative and any other 
parties designated as soon as possible after the awarding of the contract.  The following applicable 
matters will be discussed. 
 
1. WELDING AND CUTTING 

A. Welding or cutting in Manitowoc Public Utilities facilities shall not be permitted until 
permission is obtained from the Maintenance Department.  The management person in 
charge must inspect the area before granting permission. 

B. The Contractor shall follow these precautions when welding or cutting in the plant or 
adjacent to the plant: 
1. Welding and cutting equipment shall be in good repair. 
2. Refilling of gasoline-powered welders must be carried out twenty-five feet from any 

potential source of ignition. 
3. Within twenty-five feet of work take the following precautions: 

a. Sweep floor clean of combustibles. Remove combustible material from pipes, 
light fixtures, overhead, etc., when welding near ceiling. 

b. No flammable liquids in welding and cutting area. 
c. Cover all floor and wall openings when sparks can travel through to combustible 

materials. 
d. Remove combustible materials whenever possible, otherwise cover with fire 

resistant blankets, canvas or metal shields. 
C. Do not work on enclosed equipment such as tanks, containers, ducts, dust collectors, 

vaults,  etc., unless cleaned of all combustibles and purged of flammable vapors and 
dangerous gases. 
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D. Provide fire watch with appropriate extinguisher during welding and cutting operations.  
Maintain watch for 60 minutes past last spark and check area before leaving. 

 
2. SPECIFIC SAFETY RULES 

A. Each person who enters Manitowoc Public Utilities plants (office areas excluded) must 
wear safety glasses with side shields and suitable hearing protection. 

B. No smoking in the Manitowoc Public Utilities plants except in designated areas. 
C. The contractor shall abide by Manitowoc Public Utilities Confined Space policies and 

Lockout/Tagout procedures. 
D. Each contractor employee must be registered in the Visitor’s log and sign Visitor’s Safety 

Check Sheet. 
 
3. THE JOB SITE LAYOUT - Contractor shall be familiar with access and haul roads, areas 

designed for material storage and development of equipment, placement of temporary 
structures, vehicle parking spaces, locations of underground and over-head utility lines and 
other unusual hazards. 

 
4. HOUSEKEEPING - Contractor shall clean up material storage areas, dispose of debris, and 

eliminate conditions that could cause tripping and falling hazards. 
 
5. FIRE SAFETY - Contractor shall implement and maintain safe procedures for handling, 

storage and disposal of flammables during welding and cutting operations and any other 
operation where there is the possibility of a fire hazard.  See welding and cutting permission 
requirements. 

 
6. BARRICADES - Contractor shall determine where installation of barricades and warning 

devices will be required. 
 
7. COMPRESSED GAS CYLINDERS - Contractor shall insure that appropriate procedures are 

used for proper storage, handling and safe use of compressed gases. 
 
8. EXCAVATION - Contractor shall use required barricading and shoring techniques when 

excavations are adjacent to existing structures or inside buildings. 
 
9. ELECTRICAL - Contractor shall review Manitowoc Public Utilities required procedures for 

Lockout/Tagout of all equipment, and use of electric outlets for power and light requirements 
for carrying on the work of all contracts.   

 
10. SPECIAL EQUIPMENT - Contractor shall determine safe procedures that may be necessary 

whenever any unusual equipment is to be used, installed, or operated by the contractor 
personnel. 

 
11 INSPECTION PROGRAM - Contractor shall determine what equipment, jobs or operations 

will require safety consideration and close follow-up. 
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12. PROTECTION OF MANITOWOC PUBLIC UTILITIES PERSONNEL - Contractor 
shall review special procedures to be followed when work is performed where Manitowoc 
Public Utilities employees are normally working and shall furnish all necessary protection and 
safety requirements so as not to impede the egress and ingress of employees and visitors. 

 
13. FIRST-AID FACILITIES - Contractors shall become familiar with first-aid available to his 

employees. 
 
14. SANITATION FACILITIES - Contractor shall become familiar with location of sanitary 

facilities available to his employees. 
 
15. SAFETY MANUAL - Contractor shall obtain a copy of and become familiar with the MPU 

safety manual prior to commencement of work activity and return same upon completion of 
work. 

 
 INSPECTION PROGRAM 
Periodic safety inspections of the work being performed shall be conducted by the contractor.  
Manitowoc Public Utilities Safety Director and/or person placed in charge of project by Manitowoc 
Public Utilities may, at their discretion, also make safety surveys of the work area. 
 
 
 AUTHORITY TO STOP UNSAFE OPERATIONS 
Upon observing non-compliance with safety requirements, or upon notification of such non-
compliance, Manitowoc Public Utilities will notify contractor and shall inform him of the requirement 
to take action.  The contractor shall, after receipt of such notice, immediately take corrective action.  
Such notice, when delivered to the contractor or his representative at the site of the work, shall be 
deemed sufficient for this purpose.  If the contractor or employer fails or refuses to comply promptly, 
Manitowoc Public Utilities may issue an order stopping all or part of the work until satisfactory 
corrective action has been taken.  No part of the expense or time lost due to any such stop order shall 
be made the subject of claim for extension of time or excess costs or damage by the contractor. 
 
 
 PROCEDURE FOR REPORTING ACCIDENTS 
The contractor shall maintain an accurate record of, and shall report to Manitowoc Public Utilities all 
accidents resulting in death, traumatic injury, occupational disease and/or damage to Manitowoc 
Public Utilities property, material supplies and equipment incidental to work performed under the 
contract. 
 
 
 BORROWING EQUIPMENT AND SUPPLIES 
The Manitowoc Public Utilities shall not be liable for any occurrences when a contractor or sub-
contractor borrows Manitowoc Public Utilities equipment or uses Manitowoc Public Utilities supplies. 
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 INDEMNITY AND LIABILITY 
 
The Contractor agrees to indemnify and hold harmless the Owner, the Engineer, or any 
employee, director or agent of any of them, from and against all claims, damages, losses and 
expenses including attorney’s fees arising from deaths or accidents or destruction of tangible 
property (other than the work itself) including the loss of use resulting there of, attributable to 
Contractor, or its subcontractors, in the work contemplated and done under this Contract, and to 
indemnify and hold harmless the Owner, the Engineer, or any employee, director or agent of any 
of them, from and against all claims, damages, losses and expenses including attorney’s fees, 
decrees or judgments whatsoever arising from any and all injuries, including death or damages or 
destruction of property resulting to any third person or persons, corporation, partnerships or 
associations caused by any act, omission, failure or neglect of the Contractor, its subcontractors 
or agents, servants and employees, or other persons under its supervision or direction in the 
performance of any work under the terms of this Contract. 
 
This indemnification obligation shall not be limited in any way by any limitation on the amount 
or type of damages, compensation or benefits payable for or by the Contractor or any 
subcontractor, manufacturer or supplier under Workmen’s Compensation Act, disability benefit 
acts or other employee benefit acts. 
 
Before commencing such work, Contractor shall furnish Manitowoc Public Utilities a certificate 
of insurance, showing that you carry public liability, property damage, contractual liability and 
Workmen’s Compensation insurance, with limits of coverage acceptable to MPU. 
 
 
 

                                                                                                   
Company___________________________________________ 
 
 

                                                                                                   
Signature ___________________________________________ 
 
 

                                                                                                   
Title_______________________________________________ 
 
 

                                                                                                   
Date_______________________________________________ 
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QUOTATION MPUPP14-04 SUBMITTAL SHEET 
 

This quotation is submitted by:      Date: _____________________ 

Company Name_______________________________________________________________________ 

Company Address ____________________________________________________________________ 

                    ____________________________________________________________________ 

Authorized Representative_______________________________________________________________ 

Title________________________________________________________________________________   

Telephone Number: ________________________      Fax Number: ______________________________ 

Vendor E-Mail Address ________________________________________________________________  

Contractors Testing Comments: 
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Item Test Component 2014 COST 2015 COST 2016 COST 

1 Mercury compliance testing @ 10-days per run, 3-runs. $ $ $ 

2 Prepare and file the compliance data on the EPA ERT site. $ $ $ 

3 Compliance Test Protocol $ $ $ 

Quotation Total = $   

Option No. 1 
When completing Mercury compliance testing @ 10-days per run, cost 
to extend the testing for an additional 10-days (Total of 40 days testing).

$ $ $ 

Option No. 2 
Mercury compliance testing @ 6-days per run, 5-runs.

$ $ $ 

Option No. 3 
When completing Mercury compliance testing @ 6-days per run, cost to 
extend the testing for an additional 6-days (Total of 36 days testing).

$ $ $ 

Option No. 4 
Mercury compliance testing @ 5-days per run, 6-runs. $ $ $ 

Option No. 5 
When completing Mercury compliance testing @ 5-days per run, cost to 
extend the testing for an additional 5-days (Total of 35 days testing).

$ $ $ 

 

�  Exception Sheet included (please check box), see attached form.

MPU02756



 12

EXCEPTION SHEET - QUOTATION NUMBER MPUPP14-04 

 
If there are NO EXCEPTIONS, please indicate below: 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
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CHECKED BY: T. REED

DEPARTMENT: PP

TYPE:  WORK ORDER

WEST ELEVATION
SCALE: 1" = 1' (22 X34)
SCALE: 1/2" = 1' (11 X 17)

NORTH ELEVATION
SCALE: 1" = 1' (22 X34)
SCALE: 1/2" = 1' (11 X 17)

GENERAL NOTES:
1. ALL MATERIAL 2" X 2" X .180" WALL SQUARE TUBING UNLESS OTHERWISE NOTED.

2. PRIME AND PAINT GRAY COLOR.
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